
The ORiNOCO AP-2000 Access Point is 
an enterprise-class, full-featured wireless 
bridge that extends the range of wired 
Ethernet networks. Its unique dual-mode 
architecture brings unsurpassed flexibility 
and investment protection to your 
network by enabling mixed frequency 
and mixed throughput networks that 
accommodate a mixture of client devices 
for various applications. The AP-2000 
family offers upgrade kits to 
802.1 1a/5GHz and to 802.1 1 g in the 2.4 
GHz band for easy migration to 5 GHz 
and to the new 802.1 1g standard. The 
AP-2000b/g ships with the 802.1 1g 
radio included. The AP-2000 Access 
Point is part of the ORiNOCO family of 
secure wireless infrastructure and client 
products. 




EXPERIENCE THE FREEDOM OF WIRELESS 
NETWORKS FOR THE ENTERPRI 



ORiNOCO* AP-2000 

Access Point Family 

Tri-Mode WLAN Access Point Family for the Large Enterprise and Public 
Hotspot supporting 802.11b, 802. 11g and 802.11a 

The high performance ORiNOCO AP-2000 extends the range of your cabled Ethernet 
network, providing easy network access for mobile users and in difficult to wire locations. 
Web-enabled and SNMP network management options make it easy to embed the AP- 
2000 in your comprehensive network management system, with the added freedom of 
remote management. 

Investing in the AP-2000 is an investment for the long term: you can easily migrate from 
2.4 GHz to 5 GHz using the AP-2000 5GHz Kit. Your investment is further protected with 
the addition of the AP-2000 1 1 b/g Kit, which provides an intuitive migration to the new, 
higher data rate radio standard. Using both Kits makes the AP-2000 a tri-mode access 
point supporting 802.1 1b, 802.1 1g and 802.1 1a compliant clients. 

WLAN as secure as any Wired LAN 

The AP-2000 utilizes the IEEE 802. 1x security standard. It authenticates the client, 
distributes the WEP key automatically, and frequently changes the key, greatly reducing the 
risk of interception. With support for a wireless-to-wireless bridging feature for large open 
areas, such as warehouses and retail stores, the AP-2000 enables you to expand your 
network without adding to your wired backbone. 



APPLICATIONS 

• Large Enterprises: improve efficiency by 
providing wireless network access 

• Universities: flexible, immediate, mobile 
faculty and student connectivity in dorms, 
classrooms, offices 

• Large public hotspots (airports, 
convention centers, hotels) 



FEATURES 

• Dual-slot architecture, with easy upgrade 
to 5 GHz and 802.1 1g standards and 
allowing optimal performance networks 

• High-performance 1 1 Mbps or 54 Mbps 
data rate 

• Wide coverage range up to 1,750ft/550m 

• Wi-Fi certified interoperability 

• Web-based, full SNMP management 

• Radius accounting features for public 
hotspots 
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Supporting 1 1 g and 1 1 a clients requires the AP-2000 1 1 g Kit and the AP-2000 5GHz Kit with the AP-2000 
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WIRELESS NETWORKS 



Take your network further 



ORiNOCO AP-2000 Specifications 



About Proxim 

Proxim Corporation is a leading 
manufacturer of high-performance 
wireless local area networking 
(WLAN) and wireless wide area 
networking (WWAN) products. 
Proxim's ORiNOCO line of 
products encompasses a full range 
of indoor and outdoor WLAN 
products, as well as enhanced 
security products for public areas 
and security-conscious enterprises. 
Proxim sells its ORiNOCO products 
and solutions to service providers, 
enterprise customers and end- 
users via a network of leading 
OEM partners, a vast array of 
value-added resellers, and several 
e-commerce sites. 



X 









Jzu in- 




--Year 







P r o > 

wir 



CommWeb 

TESTER'S 

CHOICE 



f m 

WIRELESS NETWORKS 



ADDITIONAL FEATURES 



1 Flexible platform allowing dual mode 

and tri-mode infrastructures 
1 Extended MIBs and traps 
1 TFTP kernel upload 

1 Access Control Table and RADIUS authentication 
1 Link Integrity 

■ Static MAC filtering 

■ Protocol filtering (incl. TCP/UDP port filtering) 
1 DHCP support (client and server) 

1 Telnet/CLI (embedded in the box) 
1 Wireless Distribution System 
1 SpectraLInk VoIP support 



• 802. 1x support (auto key management, certificate 
authentication) 

• Load balancing 

• Spanning Tree Protocol 

• Multicast/broadcast storm filtering 

• VLAN support 

• Automatic Channel Selection 

• Flexible AP Density setting for optimal capacity 

• Radius accounting (start/stop and session time out) 

• Intra-cell traffic blocking 

• Packet forwarding 

• 802.1 la Turbo mode (108Mit/s) support 



Wired Ethernet 


10/100 base-T Ethernet (RJ-45) 


Wireless Ethernet 


2 CardBus slots for radio NIC 


RS-232 


Unit configuration 


HARDWARE SPECIFICATION 


Processor 


Intel SA1 10 - 233MHz 


Memory 


16 MB SDRAM 
8 MB Flash 


Local Bus 


66 MHz, 32 bit, 264 Mbit/s peak 


Ethernet controller 


National DP83851 MacPhyter, providing hardware Ethernet filter 


PHYSICAL SPECIFICATIONS 


Dimensions 


50 mm x 185 mm x 261 mm 
(2.0 in. x 7.3 in. x 10.2 in.) 


Weight 


1.75 kg (3.86 lb.) 


ENVIRONMENTAL SPECIFICATIONS 




Temperature 


Humidity 


Pressure 


Operating 


0°C to 40°C 


95% (non-condensing) 


740 - 1050 hPa 


Storage 


-10°C to 50°C 


95% (non-condensing) 




POWER SUPPLY 


Types 


Integrated module 

Autosensing 100/240 VAC; 50/60 Hz 

802. 3af Active Ethernet for power over Ethernet (for the AP-2000 AE variant and the AP-2000b/g) 


Voltage 


0.2 A 


MECHANICAL SPECIFICATION 


• Modular design 

• Plastic cover 

• Metal mounting plate that allows for placement on a wall, ceiling or table 


LEDS 


4 LEDs: 


Power Wireless Activity Slot A 
Ethernet LAN Activity Wireless Activity Slot B 


MANAGEMENT 



Full SNMP management 

ORiNOCO MIB, Etherlike MIB, MIB-11, Bridge MIB 
Telnet CLI, Serial Port CLI (no proxy required) 
Wireless Network Manager for group management 
(not included) 



WARRANTY 



1 year (on parts and labor) 



PACKAGE CONTENTS 



AP-2000: 

• AP-2000 unit 

• Power supply (not included in Active Ethernet variant) 

• software and documentation 

• radio to be ordered separately 



RELATED PRODUCTS 



AP-2000 1 1 b/g Kit, AP-2000 5GHz Kit, PC Card, Range Extender Antenna 



• Standard & ORiNOCO traps 

• TFTP support 

• HTTP server for web-based management 

• Remote link test 

• Syslog 



AP-2000b/g 

• AP-2000 unit with 1 1 b/g radio 

• power supply 

• software and documentation 



Proxim Corporation 


tel: 800.229.1630 


935 Stewart Drive 


tel: 408.731.2700 


Sunnyvale, California 94085 


fax: 408.731.3675 



Wi-Fi is a trademark of the Wireless Ethernet Compatibility Alliance, Inc. Windows and Windows Me are registered 
trademarks of Microsoft Corporation. 

©2003 Proxim Corporation. All rights reserved. ORiNOCO is a registered trademark, and Proxim and the Proxim 
logo are trademarks of Proxim Corporation. All other trademarks mentioned herein are property of their respective 
owners. Specifications are subject to change without notice. 



